
Rx: 464 bps
Tx: 568 bps

Rx: 450 kbps
Tx: 624 bps

Rx: 1.57 Mbps
Tx: 394 kbps

Rx: 374 kbps
Tx: 52.4 kbps

Rx: 1.95 kbps
Tx: 1.01 kbps

Rx: 188 kbps
Tx: 24.6 kbps

Rx: 60.1 kbps
Tx: 648 kbps

Rx: 3.95 Mbps
Tx: 463 kbps

Rx: 492 kbps
Tx: 3.98 Mbps

Rx: 20.9 kbps
Tx: 252 kbps

Rx: [Interface.InBitRate]
Tx: [Interface.OutBitRate]

Rx: 1.66 Mbps
Tx: 449 kbps

Rx: 163 kbps
Tx: 1.22 Mbps

Rx: 1.07 Mbps
Tx: 140 kbps

Rx: 47.1 kbps
Tx: 361 kbps

82.206.136.64/29

10.0.0.0/27

ABU-USER MANAGER
cpu: 1% disk: 1% 

www.abu.edu.ng

mail1.abu.edu.ng

SENATE EAST
cpu: 2% disk: 57% 

SENATE WEST
cpu: 2% disk: 56% 

NIS
cpu: 1% disk: 0% 

SENATE NORTH
cpu: 2% disk: 44% 

AGW
cpu: 2% disk: 0% 

Sub base Kongo
ping

10.0.0.192/26

10.0.0.32/28

Senate LAN
cpu: 1% disk: 0% 

Digital-base-station
cpu: 2% disk: 49% 

Router

CMR-5975


